
KENNEDY VALVE
Indicator Posts
Style 2945 Telescoping Barrel Assembly
General Dimensions
Note: Available in Sizes B, C, D and E.
          See Page 6 for Dimensions
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KENNEDY VALVE

12/18/20

Indicator Posts
Style 2945 A
Telescoping Barrel
Dimensions and Instructions
Note: Available in Sizes B, C, D and E.
          See Page 6 for Dimensions

Field Adjustment Instructions
1. Remove the top section from the top of the Indicator                         
    Post assembly.

2. Loosen the telescoping barrel screws and adjust   
    barrel to the ground line.

3. Cut the 1” Sq. stem at a distance of 9” above the top  
    of the barrel end.

4. Set the “OPEN” and “SHUT” targets for the   
    appropriate valve size.

5. Reattach the top section to the top of the Indicator   
    Post assembly.



KENNEDY VALVE
Indicator Posts
Style 2945 
Fixed Length Assembly
Note: Available in Sizes F, G, and H.
          See Page 6 for Dimensions
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KENNEDY VALVE
Indicator Posts
Style 2945 
Fixed Length
Dimensions and Instructions
Note: Available in Sizes F, G, and H.
          See Page 6 for Dimensions

Field Adjustment Instructions
1. Remove the top section from the top of the Indicator                         
    Post assembly.

2. Cut the required length off the bottom of the       
    Standpipe for the Ground Line to match up with   
    Standpipe Ground Line mark.

3. Cut the 1” Sq. Stem at a distance of 9” above the top  
    of the Standpipe.

4. Set the “OPEN” and “SHUT” targets for the   
    appropriate valve size.

5. Reattach the Top Section to the top of the                         
    Indicator Post assembly.
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KENNEDY VALVE
Indicator Posts
Style 2945A (Adjustable) and Style 2945 (Fixed)
Parts List
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KENNEDY VALVE
Indicator Posts
Style 2945A (Adjustable) and Style 2945 (Fixed)
Trench Depths for Gate Valves
Note: RSGV (3”-12”) - Maximum turns to open = 45
          For valves requiring more than 45 turns to open, contact Kennedy Valve.
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KENNEDY VALVE
Indicator Posts
Style 2945A (Adjustable) and Style 2945 (Fixed)
Installation Instructions
Note: RSGV (3”-12”) - Maximum turns to open = 45
          For valves requiring more than 45 turns to open, contact Kennedy Valve.
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KENNEDY VALVE
Indicator Posts
Style 2945A (Adjustable) and Style 2945 (Fixed)
Installation Instructions
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KENNEDY VALVE
Indicator Posts
Style 2945A
Changing Instructions for Lower Standpipe
Note: Kennedy Valve does offer for sale Couplings to extend Stems.
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KENNEDY VALVE
Indicator Posts
Style 2945A
Instructions for Post Extension

No. Description
1 Ductile Pipe (as reqd)
2 Extender Coupling
3 Set Screw 3/4 UNCX1”lg
4 Lower
5 Extension Stem
6 Ext. Stem Coupling
7 Existing Stem
8 Cotter Pin
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REV.
 

DWG NO.

FILE PATH:

KENNEDY VALVEPART NO.
DIVISION OF McWANE INC.

 ELMIRA, NY 14901
 TITLE:

B
SCALE:
 No.     Date         ER/ECN REVISION

 

10.50

31.63

32188
INDICATOR POST ASSY DWG

XXXXXX
011:10 VAULT

09/24/12
FIGURE 2945P FLANGED BASELKH

Checked By: BE USED,COPIED, OR REPRODUCED WITHOUT WRITTEN CONSENT. DESIGN &  INVENTION RIGHTS RESERVED

Drawn By:
THIS DWG. AND ALL INFORMATION THEREON IS PROPERTY OF KENNEDY VALVE COMPANY AND SHALL NOT 

Date:

# PART NO. DESCRIPTION MATERIAL
1 446127P LOCKING WRENCH CAST IRON ASTM A126 CLASS B
2 3024872 (4-14") OPERATING NUT BRONZE ASTM B584 ALLOY 864
3 442639P RETAINER O-RING 2-226 BUNA N
4 3020912 TOP SECTION CAST IRON ASTM A126 CLASS B
5 441980P WINDOW GLASS LEXAN-UV STABILIZED
6 443370P OPEN TARGET CAST ALUMINUM
7 443371P SHUT TARGET CAST ALUMINUM
8 - TARGET CARRIER ASSEMBLY
8A 3005802 (4-12") TARGET CARRIER NUT BRONZE ASTM B584 ALLOY 864
8B 443347P TARGET CARRIER PLATE 1/16" SHEET METAL
8C 440736P CLAMP TARGET RETAINER 16. GA 302 SS
8D 444171P #10-24 x 1/2" PAN HEAD ZINC PLATED STEEL
8E - (REMOVED) -
9 443476P 1/2" NPT PIPE PLUG MALL. IRON
10 440254P 3/8" EYEBOLT #23 FORGED STEEL
11F 444306P 3/8-16 x 1-1/2" HEX CAP SCREW
12 2181002 STEM 1" SQUARE 87" AISI M1020 HRS
13 318035& CRANE COUPLING CAST IRON ASTM A126 CLASS B
14 442190P COTTER PIN BRASS
17 3180115 STANDPIPE 4" D.I. ANSI A21.51
18 3180362 FLOOR FLANGE CAST IRON ASTM A126 CLASS B
23 3004762 SPACER SLEEVE 5" D.I. ANSI A21.51

CORRECTED 3/8-16 HHCS-8/20-
- 12/20 - REMOVED 8E (10-24 HEX NUTS)

14" Handwheel Optional

01 2860 RELEASED4/13
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